€ Transformer

Catalog Number
9T83B3846G54

160.0 KVA

40 C AMB.

60 HZ

150 C RISE

3 PH

220 C SYSTEM

6.5 % IMP

15-1%C Type: QL
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COIL TAP ARRANGEMENT
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ENCLOSURE TYPE 2 [IP30). RAINPROOF TYPE 3R ENCLOSURE (IP32] WHEN PROVIDED SH [ELD» 9T18Y4322G88

REDUCED CAPACITY TAP RATED AT 5% OF 3 PH KVA
BEFORE HAMNDLING, INSTALLING AMD OPERATING, SEE INSTRUCTION 475A667AAPON1
ALUMINUM COND UCTOR PRIMARY. 10 KV BIL SECONDARY. 10 KV BIL

IN ACCORDANCE WITH NEC SECTION 450-9, ALLOW AT LEAST SIX INCHES

NET WGT 15%0 L8

091715

JUMFER
CONNECT ION
TAF  UOLTS
SHS5
434
420
474
455
445
430

i et
2o
34
4—5
5—-b
6—~7
2—8
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Crutline: 303B919AAPOTT INSPECTHON & FINAL TEST

N338!

CLEARANCE FOR VENTILATION. CHECK ADDITIONAL NEC AND LOCAL CODES.
MEMA CLASS AA DRY TYPE TRANSFORMER

Assembled in Mexico

GE Energy Industrial Solutions Meets TP-1 2002 efficiency




